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THE STANDARD SPECIFICATIONS.  

SHALL CONFORM TO THE REQUIREMENTS OF SECTION 1028-3 OF

BEFORE THE SEALANT IS APPLIED.  THE JOINT SEALER MATERIAL

SLAB IS CAST.  THE JOINT SHALL BE CLEANED OF ALL DEBRIS

SHALL BE SAWED NO MORE THAN 12 HOURS AFTER THE APPROACH

THE JOINT OPENING AT THE APPROACH SLAB/DECK INTERFACE

THE BRIDGE AND SHALL BE PAVED.  SEE ROADWAY PLANS.

GRADED TO DRAIN THE WATER AWAY FROM THE FILL FACE OF

AREA BETWEEN THE WINGWALL AND APPROACH SLAB SHALL BE

ROADWAY PLANS.

#78M STONE, WELDED WIRE FORM, AND SELECT MATERIAL, SEE 

GEOTEXTILE, IMPERMEABLE GEOMEMBRANE, 4'' • DRAINAGE PIPE, 

FOR REINFORCED BRIDGE APPROACH FILL FABRIC WALL INCLUDING 

COMPLETION OF THE BRIDGE DECK.

APPROACH SLAB SHALL NOT BE CONSTRUCTED PRIOR TO

REV. 10/1/11       MAA/GM

REV. 12/21/11      MAA/GM

REV.  6/13       MAA/GM
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SHEET 1 OF 2

R. KNIGHT
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24'-0"

24'-6"

1,978

2,907
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20'-5"

52

52

712

709

3,616

2,690
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L

B

1001 Wade Avenue, Suite 400

Raleigh,  NC  27605-3322

NC  COA  No.  F-0840

NORMAL TO END BENT

SECTION THRU SLAB

 

GEOMEMBRANE

IMPERMEABLE

#78M STONE

SELECT MATERIAL

2
''
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.

CONST. JT.

SEE DETAIL ``A''

10"

#5 B1
#4 A1

#6 B2

#4 A2

SHEETS FOR DETAILS

SEE INTEGRAL END BENT

PLANS FOR #4 ``S'' BAR

SEE SUPERSTRUCTURE

PREVENT BOND

ROOFING FELT TO

2 LAYERS OF 30 LB.

ROADWAY

PAY ITEM, SEE NOTES)

FABRIC WALL (ROADWAY 

BRIDGE APPROACH FILL

LIMITS OF REINFORCED

(TYP.)

WELDED WIRE

FORM (TYP.)
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SUPPORTS @ 3'-0" CTS.
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4
" 

C
L
.

GEOTEXTILE

PVC PIPE

SCHEDULE 40 

4'' • PERFORATED
(RIGHT LANE)

FOR INTEGRAL ABUTMENT
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BEGIN APPROACH SLAB END APPOACH SLAB

PLAN @ END BENT 1 PLAN @ END BENT 2

CONST. JT.
END BENT 2

FILL FACE @

END BENT 1
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(TOP OF SLAB, 2 BAR RUNS)

24-#4 A1 @ 1'-0" CTS.

(BOTTOM OF SLAB, 2 BAR RUNS)

24-#4 A2 @ 1'-0" CTS.

(TOP OF SLAB, 2 BAR RUNS)

24-#4 A1 @ 1'-0" CTS.

(BOTTOM OF SLAB, 2 BAR RUNS)

24-#4 A2 @ 1'-0" CTS.
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SPLICE LENGTHS

SIZE
BAR
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EPOXY 
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